
IMPRESORA HP OFFICEJET PRO 6230 
EPRINT, 18 PPM NGO, 10PPM CLR (E3E03A) 

    
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Specifications 
 

Print speed black: 

ISO: Up to 18 ppm 

Draft: Up to 29 ppm 

(After first page. See http://www.hp.com/go/inkjetprinter for details. Print speed may vary depending 

on the type of output.) 

Print speed color: 

ISO:Up to 10 ppm 

Draft:Up to 24 ppm 

(After first page. See http://www.hp.com/go/inkjetprinter for details. Print speed may vary depending 

on the type of output.) 

First page out (ready) 

Black: As fast as 14 sec 

Color: As fast as 17 sec 

Duty cycle (monthly, A4) 

Up to 15,000 pages 

Recommended monthly page volume 

200 to 800 

(HP recommends that the number of pages per month of imaged output be within the stated range for 

optimum device performance, based on factors including supplies replacement intervals and device 

life over an extended warranty period.) 

Print technology 

HP Thermal Inkjet 
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Printer drivers included 

 HP PCL 3 GUI, HP PCL 3 Enhanced 

Print quality black (best) 

 Up to 600 x 1200 dpi 

Print quality color (best) 

Up to 600 x 1200 dpi 

Display 

Button and LED control panel 

Processor speed 

500 MHz 

Number of print cartridges 

4 (1 each black, cyan, magenta, yellow) 

Print languages 

HP PCL 3 GUI, HP PCL 3 Enhanced 

Automatic paper sensor 

No 

 

Connectivity 
 

HP ePrint capability 

Yes 

Mobile printing capability 

HP ePrint, Apple AirPrint™, Mopria-certified, Wireless direct printing 

(Supports Android 4.4, iOS 4.2 devices, iPad®, iPhone® 4, iPhone® 3GS, iPod touch® 3rd and 4th 

generation capable of multi-tasking. Works with HP ePrint-enabled printers and all-in-ones. AirPrint™ 

and iOS 4.2 or later devices require an 802.11 wireless network connection to the printer. Wireless 

performance is dependent upon physical environment and distance from the access point. AirPrint 

and the AirPrint Logo are trademarks of Apple® Inc. iPad, iPhone and iPod touch are trademarks of 

Apple® Inc., registered in the U.S. and other countries. Mobile ePrint app supported on all iOS, 

Android, and BB devices running OS 4.5 or later but prior to OS 10.) 

Wireless capability 

 Yes, built-in Wi-Fi 802.11b/g/n 

Connectivity, standard 

 1 Hi-Speed USB 2.0 

 1 Ethernet 

 Wi-Fi 802.11b/g/n 

Minimum system requirements 

 Windows 10, 8.1, 8, 7: 1 GHz 32-bit (x86) or 64-bit (x64) processor, 2 GB available 

hard disk space, Internet Explorer, CD-ROM/DVD or Internet, USB 

 Windows Vista: 800 MHz 32-bit (x86) or 64-bit (x64) processor, 2 GB available hard 

disk, Internet Explorer, CD-ROM/DVD or Internet, USB 

 

 

 Mac OS X Lion, OS X Mountain Lion, OS X Mavericks: 1 GB available hard disk space, 

Internet, USB 
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Compatible operating systems 

Windows 10 (32-bit/64-bit), Windows 8.1 (32-bit/64-bit), Windows 8 (32-bit/64-bit), 

Windows 7 (32-bit/64-bit), Windows Vista (32-bit/64-bit) 

Mac OS X v10.7, v10.8 or v10.9 

Linux (for more information, see http://hplipopensource.com/hplip-web/index.html) 

 

Memory specifications 
 

 

Paper handling 
 

Paper handling input, standard 

 225-sheet input tray 

Paper handling output, standard 

 60-sheet output tray 

Duplex printing 

 Automatic (standard) 

Envelope input capacity 

 Up to 15 envelopes 

Borderless printing 

Yes (up to 210 x 297 mm) 

Media sizes supported 

 A4, A5, A6, B5(JIS), Index card A4, 13 x 18 cm, 10 x 15 cm, Envelope C5, Envelope 

C6, Envelope DL 

Media sizes, custom 

 101.6 x 127 mm to 215 x 355 mm (simplex) 

 101.6 x 140 mm to 215 x 309 mm (auto duplex) 

Media types 

Plain paper, HP Photo Papers, HP Matte Brochure or Professional Paper, HP Matte 

Presentation Paper, HP Glossy Brochure or Professional Paper, other photo inkjet 

papers, other matte inkjet papers, other glossy inkjet papers, inkjet hagaki, photo 

hagaki, thick plain paper 

Media weights, recommended 

 60 to 105 g/m² (plain) 

 220 to 280 g/m² (photo) 

 75 to 90 g/m² (envelope) 

 163 to 200 g/m² (card) 

Media weight, supported 

 60 to 105 g/m² 

 

Power and operating requirements 
 

Power 

Input voltage: 100 to 240 VAC (+/- 10%), 50/60 Hz (+/- 3 Hz) 
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Power consumption 

24 watts (maximum), 3.3 watts (active), 0.5 watts (manual-off), 1.16 watts (sleep) 

(Power requirements are based on the country/region where the printer is sold. Do not convert 

operating voltages. This will damage the printer and void the product warranty.) 

Energy efficiency 

 ENERGY STAR® qualified 

Operating temperature range 

5 to 40ºC 

Operating humidity range 

 20 to 80% RH (non-condensing) 

 

Dimensions and weight 
 

Minimum dimensions (W x D x H) 

464 x 385 x 145.5 mm 

Weight 

5.1 kg 

Package weight 

7 kg 

 

What's included 
 

What's in the box 

 HP OfficeJet Pro 6230 ePrinter 

 Power cord 

 Setup inkjet print cartridges 

 User Guide 

 Set up poster 

Cable included 

No, please purchase USB cable separately 

Warranty 

Standard one-year HP limited hardware warranty. Three-year HP limited hardware 

warranty after registration within 60 days of purchase 

(see www.hp.com/eu/3yearwarranty). Warranty and support options vary by product, 

country and local legal requirements. 
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